
SMI TRANSCEIVER
ASSEMBLY P/N FOT's TYPE FOT

CODE

1061083100 ETHERNET 10/100 EL
1061084100 INDUSTRIAL DATA LINK ID

NOTES:

1. ALL DIMENSIONS ARE FOR REFERENCE ONLY EXCEPT FOR RECOMMENDED PCB LAYOUT.

2. SMI TH TRANSCEIVERS MAY BE SOLDERED TO MAX 260°, MAX 10s, ONE TIME ONLY, 
   AT LEAST 2.20mm AWAY FROM LEAD ROOT.
   RE-FLOW OVEN SOLDERING IS NOT APPROVED AT THIS TIME.
   FOR MORE DETAILS SEE DATASHEET. 
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SERIES MATERIAL NUMBER CUSTOMER
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THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX ELECTRONIC TECHNOLOGIES, LLC AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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DRAWING SIZE THIRD ANGLE PROJECTION

D

SMI TRANSCEIVER ASSEMBLY TH SOLDERING
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RECOMMENDED PCB LAYOUT
DIMENSIONS TOLERANCE: ±0.1mm

SMI DUST CAP

SMI CONDUCTIVE AND 
EMI RESISTIVE HOUSING 
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SMI TRANSCEIVER ASSEMBLY
MOUNTED ON THE PCB
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