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Specifications

Part Number Configurator

Features & Benefits

Applications / Markets

PP2 Series Detector Switch

Commercial Appliances Gaming HVAC

Security Devices

Specifications subject to change without notice

Electrical Rating:  
Rating Option 1: 10R (4)A 277VAC 5E4
Rating Option 7: 16A 125VAC [cURus];
12A 250VAC [cURus]; 1HP 125/250VAC [cURus]
Electrical Life: 6,000 Cycles
Mechanical Life: 50,000 Cycles
Contact Resistance: 10mΩ Max.
Insulation Resistance: 10MΩ Min.
Operating Temperature 0°C to 85°C
Panel Cutout: 13.5mm x 36mm
Ingress Protection: IP40
Function: DPDT, On-(On) or On1-On2-(On2)

• Push-pull or momentary functions
• Various actuator and terminal options
• High ratings with UL approvals
• Acts as door interlock switch
• IP40 ingress protection

PP2 1 - 4.8mm x 0.8mm Tabs, Vertical
4 - 6.3mm x 0.8mm Tabs, Vertical
7 - 4.8mm x 0.5mm Tabs, Angled

H - On-(On)*
U - On1-On2-(On2)*

A - Straight
B - Push-Pull
C - Push-Pull
D - Short

**
***
***
**

1 - 10R(4)A 277VAC
 5E4
7 - 16A 125VAC
 12A 250VAC
 1HP 125/250VAC

Series Terminal 
Type

Function Actuator HeightContact 
Rating

Body
Color

Actuator
Color

1 - Black
2 - White

2 - White

* ( ) Denotes momentary function
** Available with “H” function only
*** Available with “U” function only 
**** Available only with Contact Rating option “1”

****

Specifications subject to change without notice 1.7.2020

White Goods Industrial Controls
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PP2 Series Detector Switch

Terminal Options

4 - 6.3mm x 0.8mm Tabs, Vertical

1 - 4.8mm x 0.8mm Tabs, Vertical

7 - 4.8mm x 0.5mm Tabs, Angled
(Available with “1” Contact Rating Only)

SHEET    OF1 2 12/31/2019PP2 Catalog Drawing

RECOMMENDED PANEL CUTOUT

RECOMMENDED PANEL CUTOUT

RECOMMENDED PANEL CUTOUT
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PP2 Series Detector Switch

Acuator Options

D - Short
(Available with “H” Function Only)

C - Push-Pull
(Available with “U” Function Only)

A - Straight
(Available with “H” Function Only)

B - Push-Pull
(Available with “U” Function Only)

SHEET    OF2 2 1/3/2020PP2 Catalog Drawing
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