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SPECIFIED

RING TERMINAL Brass Nickel

B

MATERIAL

CONTACT HEAD
INSULATOR

BODY

PLATING

PE

TIP TERMINAL

±0.3mm UNLESS OTHERWISE
TOLERANCE:

Nickel

VOLTAGE RATING: 24 VDC / 1 A

black color
Nickel

POM
Brass

INSULATION RESISTANCE: 100 M OHMS MIN
CONTACT RESISTANCE: 30m OHMS MAX
SPECIFICATIONS:

Brass
Website: www.cui.com

RoHS

BrassSLEEVE Nickel
BrassEARTH TERMINAL Nickel

20050 SW 112th Ave.
Tualatin, OR 97062

Phone: 503-612-2300
800-275-4899

Fax: 503-612-2383

black color
SCALE:

3.5mm STEREO PLUG
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For more information, please visit the product page.

         

         

https://www.cui.com/track?actionLabel=Datasheet-ClickThrough-ProductPage&label=SP-3501.pdf&path=%2fproduct%2finterconnect%2fconnectors%2faudio-connectors%2faudio-plugs%2fsp-3501
https://www.cui.com/track?actionLabel=Datasheet-ClickThrough-HomePage&label=SP-3501.pdf&path=/
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